
HAWH9KR HAWH12KR HAWH18KR HAWH24KR HAWH28KR

Heat pump Heat pump Heat pump Heat pump Heat pump

Cooling Capacity W 2500(800~3200） 3700(1200~4300） 5100(1700-6000) 7200(2600-8500) 8000(2600-8600)

Heating Capacity W 3200(1100~4000） 3900(1200~5300） 5800(1800-7000) 8000(2300-9500) 8500(2300-9600)

Rated Input-Cooling W 530(130~1000） 880(120~1400） 1220(320-2100) 1900(480-2900) 2400(480-3000)

Rated Input-Heating W 710(130~1300） 900(200~1450） 1420(340-2100) 2270(510-3500) 2450(510-3600)

Moisture Removal L/H.r 0.9 1.2 2.0 2.5 2.5

Air Circulation m3/h 620 620 1100 1100 1100

EER W/W 4.717 4.205 4.180 3.789 3.333

COP W/W 4.507 4.333 4.085 3.524 3.469

AEER W/W 4.658 4.173 4.157 3.776 3.324

ACOP W/W 4.465 4.301 4.065 3.514 3.460

TCSPF(HOT) W/W 7.307 6.775 6.729 5.874 4.592

HSPF(HOT) W/W 5.252 5.561 4.801 4.687 4.282

TCSPF(in Average) W/W 6.522 6.171 6.194 5.504 4.374

HSPF(in Average) W/W 4.791 4.842 4.364 4.097 3.819

TCSPF(Cold) W/W 6.758 6.5 6.548 5.825 4.585

HSPF(Cold) W/W 4.311 4.242 3.898 3.602 3.374

Energe star rating for Cooling New-HOT 5.5 5 5 4 3

Energe star rating for Heating New-HOT 3.5 4 3 3 2.5

Energe star rating for Cooling New-Average 5 4.5 4.5 4 2.5

Energe star rating for Heating New-Average 3 3 2.5 2.5 2

Energe star rating for Cooling New-Cool 5 5 5 4 3

Energe star rating for Heating New-Cool 2.5 2.5 2 2 1.5

R32/0.75 R32/0.68 R32/1.5 R32/1.53 R32/1.53

High(dB (A)) 39 39 45 46 46

silent(dB (A)) 25 25 31 32 32

Outdoor Unit Noise Level (sound  pressure) dB (A)

52 52 56 62 62

Indoor Unit Noise Level (sound power) dB (A) 59 59 62 64 64

Outdoor Unit Noise Level (sound power) dB (A) 60 60 65 69 70

220-240V/50Hz-1Ph 220-240V/50Hz-1Ph 220-240V/50Hz-1Ph 220-240V/50Hz-1Ph 220-240V/50Hz-1Ph

Cooling(Amp. ) 2.4(0.5~6.1) 4.0(0.9~7.5) 5.4(1.4~9.8) 8.4(1.8~16.5） 10.6(1.8~17)

Heating(Amp.) 3.2(0.8~7.5) 4.1(1.5~8.4) 6.4(1.5~9.8) 10.2(1.9~18.5） 10.9(1.9~19)

LRA A / / / / /

W

A

GMCC GMCC GMCC LINDA LINDA

KSK89D31UEZ31 KSN108D31UEZ31 KSN140D33UFZ3 QXFS-B212zX030A QXFS-B212zX030A

Liquid Pipe inch 1/4 1/4 1/4 1/4 1/4

Gas Pipe inch 3/8 3/8 1/2 5/8 5/8

Maximum piping length/ height m 20/10 25/10 30/20 30/20 40/20

Pre charge length(m) m 10 10 10 10 10

Indoor Unit 859x291x205 859x291x205 1086X320X232 1086X320X232 1086X320X232

Outdoor Unit 785×540×260 810×585×280 860×667×310 900×750×340 900×750×340

Indoor Unit 9.5 9.5 13 13 13

Outdoor Unit

27.5 31 41 51 51

Indoor Unit 910×360×265 910×360×265 1170X390X315 1170X390X315 1170X390X315

Outdoor Unit 910×600×360 940×630×385 995×720×420 1060×820×450 1060×820×450

Indoor Unit

11.5 11.5 15.5 15.5 15.5

Outdoor Unit

30 33 44.5 55 55

Cooling temperature ℃ -10-50 -10-50 -10-50 -10-50 -10-50

Heating temperature ℃ -15-24 -15-24 -15-24 -15-24 -15-24

1000/1300 1250/1400 2100/2100 2900/3500 3000/3600

6.1/7.5 7.5/8.4 12/12 16.5/18.5 17/19

Voltage Range V 170V~270V 170V~270V 170V~270V 187V~270V 187V~270V

Other

Net Dimensions           WxHxD (mm)

Net Weight  (Kg)

Packing Dimensions WxHxD (mm)

Gross Weight  (Kg)

Expansion Device EEV

Evaporator

Copper tube and Aluminum FinCondenser

Connecting Pipe Diameter

System

Compressor type Rotary

Compressor MFG

Model No.

Indoor Unit Noise Level (sound  pressure)

Power Supply 

Voltage, Frequency, Phase

Rated Current

MAx

Market Model

Type

Performance

Ratings

Refrigerant (Type / kg)


